Environmental Data Sheet
Backbone with Trek® – Tables
Rev: 09272013

Product Category: Tables

Certifications:
• SCS Indoor Advantage™ Gold
• CARB Compliant – Phase II
• FSC® Certified
  - Trademark License Code: FSC-C011706
• BIFMA level® certified

LEED Contributions:
• Recycled Content
• Regional Materials
• Low Emitting Materials
• Renewable Materials
• Certified Wood

Recycled Content Summary (average):

<table>
<thead>
<tr>
<th>Material</th>
<th>Average % Weight</th>
<th>Recycled Content %</th>
<th>% Post Consumer</th>
<th>% Pre Consumer</th>
<th>Can be recycled?*</th>
</tr>
</thead>
<tbody>
<tr>
<td>Overall = 53.7%</td>
<td></td>
<td></td>
<td>7.3%</td>
<td>45.4%</td>
<td></td>
</tr>
<tr>
<td>Steel</td>
<td>29%</td>
<td>25%</td>
<td>7.3%</td>
<td>0%</td>
<td>Y</td>
</tr>
<tr>
<td>Particle Board</td>
<td>51%</td>
<td>90%</td>
<td>0%</td>
<td>45.9%</td>
<td>-</td>
</tr>
<tr>
<td>Laminate</td>
<td>5%</td>
<td>10%</td>
<td>0%</td>
<td>.5%</td>
<td>-</td>
</tr>
<tr>
<td>Misc.</td>
<td>15%</td>
<td></td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

Disclaimer: Calculations of recycled content are based on data provided by suppliers and other available information. This data may include industry averages, ranges or other broadly based information. KI makes conservative assumptions when compiling information to provide the most accurate recycled content calculations possible. Product Recyclability is dependent on local programs.

SCS Indoor Advantage™ Gold
It also qualifies for LEED low-emitting materials credits, complies with ANSI/BIFMA X7.1/M7.1, meets CA 01350, and sets you up to achieve the highest possible PHAROS score under the Healthy Building Network.

Other Attributes:
End-of-Life Recycling & Reuse: KI selects materials that can be recycled at the end of a product’s use and designs its products so that it can be easily disassembled and separated for local recycling facilities.

Maintenance:
Vinyl/Polyurethane – Wipe with damp cloth, moistened with a mild detergent solution. For unusual stains, use a commercial nylon cleaner, following manufacturer’s instructions.
Laminates/Other Surfaces – Wipe with soft cloth, moistened in a mild solution. Dry and buff lightly with a dry cloth.